


AMENDMENT 0004 (08/19/04) 
 

NOTICE TO CONTRACTORS: 
 

Bidders are advised that at the time of issuance for Amendment 4 to 
solicitation W911KB-04-B-0008 the Government is not in possession of 
permits from the Alaska Department of Environmental Conservation 
(ADEC).  It is anticipated that permits will be received on or about August 
27, 2004.  Bidders are cautioned that award may be delayed or cancelled in 
the event that permits are not received.   
 
 
 
 
 
 
 





AMENDMENT 0004 (08/19/04) 

 
Sheets C3.20.2, C3.20.3 and C3.20.5 shall be amended as follows: 
 
 A 24” wide by 36” long by 4” deep sump pit shall be made for the new duplex sump pumps and 
steam ejector (shown on sheets C3.20.2 – “New Steam / Water Plan MH 4-6-1 with Base Bid and Option 
1”, C3.20.3 – “New Sewer / Condensate Plan MH 4-6-1 with Base Bid and Option 1” and C3.20.5 – “New 
Steam / Water Plan MH 4-6-1 with Base Bid, but without Option 1” and “New Sewer / Condensate Plan 
MH 4-6-1 with Base Bid, but without Option 1”). The sump  pit shall be made by saw cutting the concrete 
floor and chipping out the concrete to a depth of 4”. The pit shall be centered on the location shown for the 
duplex sump pumps and steam ejector. A 1” deep by 6” wide channel shall be saw cut and chipped out 
from the main tunnel drainage channel to the new pit (approximately 7.5 feet long). 
 

The existing 4” steel pipe (shown on sheets C3.20.2 – Section H-H, C3.20.3 – New Sewer / 
Condensate Plan MH 4-6-1 with Base Bid and Option 1, and C3.20.3 – New Sewer / Condensate Plan MH 
4-6-1 with Base Bid, but without Option 1) from the manhole, through into the dry well and then dumping 
into the wet well shall be removed. The pipe shall be blind flanged or capped and filled with grout at each 
wall penetration. The existing drainage channel in the manhole (approximately 12” wide by 1” deep by 15 
feet long) from the main tunnel to the wall of Building 3724 shall be grouted level with the manhole floor. 

 
The 2-1/2” sump discharge and 4” steam ejector discharge pipes (shown on sheets C3.20.2 – 

“New Steam / Water Plan MH 4-6-1 with Base Bid and Option 1” and “Section H-H”, C3.20.3 – “New 
Sewer / Condensate Plan MH 4-6-1 with Base Bid and Option 1” and C3.20.5 – “New Steam / Water Plan 
MH 4-6-1 with Base Bid, but without Option 1” and “New Sewer / Condensate Plan MH 4-6-1 with Base 
Bid, but without Option 1”) shall be changed to turn up after they enter Building 3724, extended up to just 
under the ceiling (a distance up of approximately 7.5 feet), then turned down (180° turn) and extended back 
down to the level of the penetration through the wall. 

 
A 4” check valve shall be added in the outlet pipe of the 4” steam ejector pipe in the manhole 

(shown on sheets C3.20.2 – “New Steam / Water Plan MH 4-6-1 with Base Bid and Option 1” and C3.20.2 
– “New Steam / Water Plan MH 4-6-1 with Base Bid and Option 1”). 
 
Sheet C4.24 shall be amended as follows: 
 

Change sump pumps for “Typical New Duplex Sump Pump Detail” as follows. The pump 
capacity shall be changed to a 65 GPM at 30 feet of head submersible sump pump. The motor shall be 
changed to a 1/2 hp, 115 V, 1 phase, 60 Hz with an electric cord and plug so that it can be connected to a 
30 ma GFCI electrical wall outlet on or from the electrical alternator panel. The pump model shall be 
changed to provide a Zoeller Pump model N3161 sump pumps with electric alternator control panel – for 
duplex installations or equal. 

 
Change the dimension for the OFF float position (on both details) to be 5” from the sump pit floor. 
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